Chronomatic-2 97 AM/FM Stereo Clock Radio with LED Display 

(120-1597) Features Faxback Doc. # 18066 

Your Chronomatic-2 97 AM/FM Stereo Clock Radio with LED Display delivers 

high-fidelity stereo sound in a small package. 

Its features include: 

Alarm Function - turns on the alarm beep or radio at the time you 
select . 

Variable Alarm Control - lets you set the alarm volume level (beep or 

radio) . 

Sleep Feature - lets you program the radio to play for up to 1 
hour and 59 minutes before it automatically 
turns off. 

Snooze Timer - temporarily silences the alarm beep or radio so 
it sounds again in about 9 minutes. 

Battery Backup with - maintains the clock and alarm operation for up 
Battery Sentinel to 8 hours, and lets you know when it is time 

to replace the backup battery. 

Two Built-In Speakers - provide stereo sound for FM broadcasts. 

PHONES Jack - lets you connect headphones for private listening. 
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CONNECTING TO AC POWER 

Plug the AC power cord into a standard AC outlet. 12:00 flashes on the 
display . 

INSTALLING/REPLACING THE BACK-UP BATTERY 

To keep the clock radio running during an AC power failure, install one 
9-volt rectangular battery (not supplied) . For the best results, we 
recommend an alkaline battery such as Radio Shack Cat. No. 23-553. 

NOTE: Before you install the back-up battery, plug in the AC power cord to 
prevent unnecessary drain on the battery. 

1. Press down on the tab above the battery compartment cover and pull 
it down to remove the cover. 

2. Remove the old battery (if any) from the battery compartment, then 
unsnap it from the battery connector. 

CAUTIONS: Always dispose of the old battery promptly and properly. 

Never leave a dead, old, or weak battery in the Chronomatic- 
297. Batteries can leak chemicals and corrode or damage 
electronic circuits. 

3. Snap a new battery onto the battery connector. 

CAUTION: Use only a fresh battery of the required size and type. 

4. Place the new battery and battery connector in the battery 
compartment . 

5. Replace the cover. 

During a power failure, the time does not appear on the display, but the 
clock, and alarm remain functional. If the Chronomatic-2 97 ' s display 
flashes when power is restored, replace the battery and reset the clock. 

The BATTERY SENTINEL indicator (a small red dot on the lower right of the 
display) lights when the back-up battery is weak, dead, or not installed. 
Replace the back-up battery when the indicator lights. 
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Follow these steps to set the time. 

1. While pressing and holding down TIME, repeatedly press HOUR to set the 
current hour. IF you press and hold down HOUR, the hour advances 
slowly . 

NOTE: The PM indicator (a small red dot on the upper left of the 

display) lights for a PM hour. 

2. While pressing and holding down TIME, repeatedly press MINUTE to set 
the current minute. If you press and hold down MINUTE, the minute 
advances slowly. 

The clock/radio displays the current time. 

ALARM OPERATION 

You can set the alarm so the alarm beeps or the radio turns on at the 
desired alarm time. 

Follow these steps to set and view the alarm time. 

1. While pressing and holding down ALARM, repeatedly press HOUR to set 
the alarm hour. If you press and hold down HOUR, the hour 
advances slowly. 

2. While pressing and holding down ALARM, repeatedly press MINUTE to set 
the alarm minute. If you press and hold down MINUTE, the minute 
advances slowly. 

To view the current alarm time, press and hold down ALARM. 

Once you set the alarm time, follow these steps to use the alarm. 

1. Set ON /OFF /AUTO /ALARM to AUTO for the radio to turn on at the preset 
time, or to ALARM for the alarm beep to sound. 

NOTES: Tune the radio to a station before you set ON /OFF /AUTO /ALARM to 

AUTO. See "Radio Operation." 


The ALARM indicator (a small red dot on the middle left of the 
display) lights when you set ON /OFF /AUTO /ALARM to AUTO or 



ALARM . 


2. Slide VOLUME MIN/MAX to the desired alarm volume. 

3. To turn off the alarm, set ON /OFF /AUTO /ALARM to OFF or press ALARM. 

NOTE: You can temporarily turn off the alarm beep or radio for about 9 

minutes by pressing SNOOZE. 

4. To reset the alarm to sound at the preset time 24 hours later, set 
ON/OFF/AUTO/ALARM to AUTO or ALARM. 

RADIO OPERATION 

PLAYING THE RADIO 

1. Set ON/OFF/AUTO/ALARM to ON to turn on the radio. 

2. Set FM STEREO/FM MONO/AM to FM STEREO, FM MONO (FM monophonic), or AM. 

NOTE: The AM antenna is built-in. Rotate the clock radio for the best 
AM reception. Fully extend the AC power cord (with a built-in 
FM antenna) for the best FM reception. 

3. Turn TUNING to the desired frequency. 

NOTES: The FM STEREO indicator (a small red dot to the left of the Tuning 

indicator) lights if you set FM STEREO/FM MONO/AM to FM STEREO and 
the clock radio receives an FM station in stereo. 

To improve the reception of weak FM stations, set FM STEREO/FM 
MONO/AM to FM MONO. The sound is not in stereo, but the reception 
might improve. 

4. Adjust VOLUME MIN/MAX to a comfortable listening level. 

5. Set ON/OFF/AUTO/ALARM to OFF to turn off the radio. 

USING THE SLEEP TIMER 

You can set the radio to play up to 1 hour and 59 minutes, then 
automatically turn off. 

Follow these steps to use the sleep timer. 


1. Set ON/OFF/AUTO/ALARM to OFF. 
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Press and hold down SLEEP. 0:59 appears on the display and the radio 
plays . 


To set the playing time for more than 59 minutes, press HOUR while 
pressing down and holding SLEEP. 1:59 appears on the display. 

To set the playing time for less than 1 hour and 59 minutes, repeatedly 
press MINUTE while pressing down and holding SLEEP. 

3. Release SLEEP. The current time displays. 

4. To turn off the radio before it turns itself off, press SNOOZE. 

USING HEADPHONES 

You can connect a pair of optional stereo headphones (such as Radio Shack 
Cat. No. 33-1022) with a 1/8-inch plug into the PHONES jack on top of the 
clock radio. 

NOTE: When you connect stereo headphones, the clock radio's internal 

speakers automatically disconnect. 
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Bands 

AM: 

FM: 

Intermediate Frequency 


AM : 4 55kHz 

FM: 10 . 7MHZ 

Power Requirements 

AC: 120V, 60 Hz, 8 Watts 

DC: One 9V Rectangular Battery (For Back-up) 

Power Output: 300 mW per channel (MAX) 

Speakers : 8 Ohms 

Dimensions: 4 3/8 x 11 1/8 x 3 3/8 Inches (HWD) 

(111 X 282 X 86 Millimeters) 
Weight: 21b 1.4oz (950g) 


Specifications are typical; individual units might vary. Specifications 
are subject to change and improvement without notice. 
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